Cable-Extension Position Transducer

Position and Velocity Output Signals
Ranges: 0-10 to 0-250 inches
Industrial Grade ¢ High Cycle Applications

GENERAL
Full Stroke Range Options . .....coiuiiiii e 0-10 to 0-250 inches
POSITION
Output Signal ......oviii i voltage divider (potentiometer)
ACCUrACY . ..ooviiiiiiiiae e +0.75% to +0.18% full stroke, see ordering information
Repeatability. ..o see ordering information
ReSOIULION ...\ essentially infinite
SNSON ittt plastic-hybrid precision potentiometer
Potentiometer Cycle Life ... see ordering information
Input Resistance Options................... 500, 1K, 5K or 10K Q, see ordering information
Power Rating, Watts..........ooiiiiiiiiiiiiiiiiii i, see ordering information
Recommended Maximum Input Voltage......................... see ordering information
Output Signal Change Over Full Stroke Range................ 94% +4% of input voltage
VELOCITY
OULPUL SIgNAl .. e DC voltage
Linearity ...ovvveei i better than £0.10% of output at any velocity
Repeatability........oouveunii +0.10% of reading
Maximum Velocity - Retraction Acceleration..................... see ordering information
RY =] Yo tach generator
INPULVOIAGE ..ot none required
Output Voltage @ 100 inches per minute—uaries slightly with measuring cable
N34 cable OptioN. ..o s 354 mV +4%
S47 cable OPtioN .. v et 352 mV +4%
V62 cable Option ....o.ui s 351 mV +4%
OULPUL IMPEAANCE . .ottt e e e 350 ohms £10%
Output Ripple (for velocity > 1.35 inches persecond) ..............ccovvenn.. +3% rms
GENERAL
Measuring Cable Options................ stainless steel, nylon-coated or thermoplastic
Enclosure Material..........cooiiiiiiiiiiii i hard anodized aluminum
VI Nt. 5 Ibs. max.
ENVIRONMENTAL
ENCIOSUNE « . NEMA 4/6, IP 65/67
Operating Temperature ..........coooiiiiiiniiiiinennenen.. -40° to 200°F (-40° to 90°C)
Vibration. ......ooui i up to 10 G's to 2000 Hz maximum
0.69 [17,5] —f«—+«~—— 5.32[135,0] ———
| ‘ ‘ “A" Dimension
1 —4:U_| % U] stroke measuring cable
} range S47 - V62 N34
10 0.08 [2,0] 0.05 [1,2]
—_ 15 0.12 [3,0] 0.07 [1,8]
2 = 20 0.16 [3,9] 0.09 [2,4]
S ® 30 0.23 [5,9] 0.14 [3,5]
= x 40 0.31[7,9] 0.19 [4,7]
8 8 50 0.39 [9,9] 0.23 [5,9]
S o 60 0.47 [11,8] 0.28 [7,0]
80 0.62 [15,8] 0.37 [9,4]
J | 067 (170 o pmtwa ol
J 3 150 116 [29,6] 0.69 [17,6]
4|:ﬂ_| 4|:ﬂ_| 200 n/a 0.92 [23,5]
250 n/a 1.16 [29,3]
‘ ‘ ALL DIMENSIONS ARE IN INCHES [MM]
— =—0.28[7,1] tolerances are 0.03 inches [0,8 mm]
cable filly retracted unless otherwise noted

0.190 [4,83] thru

cable fully extended
1.06 [26,9] J——J ®
|
! 0.70 [17,8] —»|  |~—
0.21 [5,3] = | [17.8] ‘ ‘
[ - T [— %
—_ ‘ — ,} —
2 2.19 [55,6]

| |
- - I v
01948l 68726 —

Celesco Transducer Products, Inc.
20630 Plummer Street ¢ Chatsworth, CA 91311

The PT5AV is a combination position and velocity
transducer. A precision plastic-hybrid potentiom-
eter provides accurate position feedback while a
self-generating DC tachometer provides a velocity
signal that is proportional to the speed of the travel-
ing measuring cable.

Like Celesco’s other transducers, the PT5AV installs
in minutes, functions properly without perfectly par-
allel alignment, and fits easily into small areas. The
PT5AV also has an optional unique thermoplastic
measuring cable that has virtually an infinite fatigue
life for high-cycle applications.

Output Signal

20V

3.5mV/ inch / minute

oV

Cable Velocity

0 6,000 inches per minute
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PT5AV e Cable-Extension Transducer: Position and Velocity Output Signals

Ordering Information:

Model Number:

Sample Model Number:
PT5AV - 100 - N34 - FR - 500 - M6

PT5AV - - - - - @ range: 100 inches
order code: ) [E) ® D) @) measuring cable: .034 nylon-coated stainless
' © cable exit: front
@ output signal: 500 ohm potentiometer
@ electrical connection: 6-pin plastic connector
Full Stroke Range:
@ _ordercode: 10 15 20 25 30 40 50 60 80 100 125 150 200 250
full stroke range, min: 10in. 15in. 20in. 25in. 30in. 40in. 50in. 60in. 80in. 100 in. 125 in. 150 in. 200 in. 250 in.
accuracy (+% of f.s.):  .75%  .6% .5% 5% .5% .3% 3%  .25% .25% .25% .25% .18% .18% .18%
repeatability (% of f.s.):  .1% 1% .05% .05% .05% .05% .05% .02% .02% .02% .02% .02% .02% .02%
potentiometer cycle life: 2,500,000 cycles : 500,000 cycles 250,000 cycles
cable tension (20%): 41 ounces © 21 ounces
max. cable velocity/acceleration: 300 in./sec ® 5 G's :1201n./sec ® 2 Gs
Measuring Cable:
O order code: N34 S$47 V62
.034 nylon-coated stainless steel .047 stainless steel .062 thermoplastic
available in all ranges all ranges up to 150 inches all ranges up to 150 inches
éﬂ;om (4,83 mm) thru 52 (4,83 mm) thru &2 (4,83 mm) thru
]ﬁo% in. ]?01047 in. ]?6.062 in.
N (0,86 mm) dia. il (1,19 mm) dia. 1 (1,57 mm) dia.
= |- = = =
L0.170 in. (4,32 mm) 0.170 in. (4,32 mm) L0,170 in. (4,32 mm)
Cable Exit:
©_order code: upP DN FR BK
up down front back
—|  |=—.46 [11,7] ﬂmm ﬂmﬂ
85 [21,6] 2,08 [75,7] 401102)
| S |

4 — 079 [20,1]

% 46 [11,7]

o

.79

[20.1] I

inches [mm]

Output Signals:
@ order code: 500 1K 5K 10K
position sensing potentiometer: 500 ohms* 1000 ohms* 5000 ohms* 10,000 ohms*

position sensing circuit

+in
cable
extension
value specified t
by ordercode - * +out
I
cable
retraction
common

position circuit max input voltage
& power rating

40 to 250-inch range
30VAC/DC(2W)
30VAC/DC(2W)

10 to 30-inch range
20VAC/DC(TW)
30VAC/DC(1W)

500-ohms:
1K to 10K-ohms:

velocity sensing circuit

+out

DC

tachometer

-out

*~tolerance = +10%
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PT5AV e (Cable-Extensi

Electrical Connection:
@ order code: M6

M6M

Transducer: Position and Velocity Output Signals

C25

6-pin plastic connector
with mating plug
IP 67, NEMA 6

3.0in.
[78 mm]

E B

.30 - .39 in. [8 - 10 mm] cable dia.
16 AWG max conductor size
connector: MS3102E-145-6P
mating plug: MS3106E-14S-65

‘ ‘

6-pin mating plug:

pin signal

A +in .

B common position
C + out

D -

E out velocity

6-pin metal connector
with mating plug
IP 65, NEMA 4

2.41n.
60 mm]

T

.375in. [9 mm] max cable dia.

16 AWG max conductor size
connector: MS3102E-14S-6P
mating plug: MS3106E-145-6S

®
®

© _®
©

contact view

25-ft. instrumentation cable
24 AWG, shielded
IP 67, NEMA 6

25 ft. x 0.2-in. dia.
[7,5 M x5 mm dia.]
24 AWG, shielded

25-ft. instrumentation cable:

color signal

re +in L
black common position
green +out
white +out .
brown - out velaczlj/

version: 4.0 last updated: January 8, 2008

tel: 800.423.5483 » +1.818.701.2750 * fax: +1.818.701.2799

celesco.com ¢ info@celesco.com

PT5AV | 79



